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NOTES:

1. THE LOW LEVEL OUTLET IS DESIGNED FOR THE 2-YEAR STORM (Q2=503 CFS) AT WATER SURFACE ELEV 4521.0.

2. THE LOW LEVEL OUTLET IS ASSUMED TO BE NOT FUNCTIONING DURING THE 100-YEAR STORM.

3. THE SPILLWAY IS DESIGNED FOR THE 100-YEAR STORM AND CONSIDERS TWO SCENARIOS:

1) PROPOSED DETENTION UPSTREAM AND PROVIDES 1 FOOT OF FREEBOARD (Q100=3876 CFS)

2) FULL CONVEYANCE AND PROVIDES 0.5 FEET OF FREEBOARD (Q100=5291 CFS).

LOW LEVEL OUTLET
15' x 15' OUTLET STRUCTURE
OUTLET ELEV = 4519.0

EMERGENCY SPILLWAY
LENGTH = 440 FT
CREST ELEV = 4521.0

RAISE EXISTING PARKING LOT
AND ROAD TO MINIMUM OF
ELEV 4524.0

RAISE EXISTING ROAD
TO MINIMUM OF
ELEV 4524.0

FISHING LAKE

8% SLOPE FROM
ELEV 4524.0 TO
ELEV 4521.0

8% SLOPE FROM
ELEV 4524.0 TO
ELEV 4521.0

LOW LEVEL CONDUIT
10' x 6' CBC
LENGTH = 130 FT
INV IN = 4511.0
INV OUT = 4510.35

INV = 4503.2
MATCH EXISTING

100'

0.36%

4:1

4:1

NEW GRASS-LINED
TRAPEZOIDAL CHANNEL
LENGTH = 1700'
100' WIDE BOTTOM
4:1 SIDESLOPES
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BUTLER SPEATH ROAD
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